COMMERCIAL FAN FORCED WALL HEATERS

- Disconnect switch
- Automatic fan delay circuit
- Powder coated 18ga. steel grill with extruded aluminum front frame
- Automatic reset thermal limit

Steel block fin element
- Vane axial fan blade: 600 RPM ; 175 CFM
- Rough-in dimensions - 14 3/16" wide x 19 15/16" high x 4" deep
- Grill dimensions - 15 29/32" wide x 20 27/32" high

MODELS WITH IN-BUILT SINGLE POLE TAMPERPROOF THERMOSTAT
(50°-90°F temp range)

FOR MODELS WITH IN-BUILT DOUBLE POLE TAMPERPROOF THERMOSTAT
CHANGE T IN MODEL NUMBER TO T2
AND ADD $50 TO LIST

LOW PROFILE COMMERCIAL FAN FORCED WALL HEATERS
(WITH WALL BOX)

- Powder coated 20 ga. steel front with extruded aluminum frame
- Manual reset thermal limit
- Finned tubular steel element
- Propeller style fan blade - 2200 RPM / 70 CFM
- Weight 9 lbs.
- Rough in dimensions - 14 1/2" wide - 7 1/8" high - 3 1/2" deep
- Grill dimensions - 16 7/8" wide - 8" high
- Unit not approved for ceiling mount applications
- Unit can be positioned to allow left, right or top discharge

DOUBLE POLE IN-BUILT THERMOSTAT
(range 50°-90°F)

SINGLE POLE IN-BUILT THERMOSTAT
(range 50°-90°F)

ACCESSORIES